NITECORE® 2700

L-5haped Headlamp l

FL1
STANDAJRD

TURBC  HIGH MID LOW  ULTRALOW STROBE BEACON  SOS

Lumens | Lumens | Lumens | Lumen

. 8h
"
45min 3h 15min 52h 1,200h

134m 73m 40m 14m 3m

4,500cd | 1,330cd| 400cd | 52cd 2cd

Im (Impact Resistance)
IP&8, 2m (Waterproof and Submersible)

<2 ® N ok

NEMA AL]. using 1 x 21700 Liion battany (5,000mAR) under laboratary condifions.The data may vary in real
world use due lodifférent batlary usage or envirenmental conditions.

* Thea runtime for TURBC mada is tested without the temparaiue egulation.

* TURBO Availability: IRFTURBO level is only accessible whan usinga 21700/ 18650 rechargeable LiHon
batteny with an outpUt over BA. It is inaccessible whan using CRIZSIRCRI23 buﬂpr%,
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Mola: The stated data is measured in accordance with the intemational flashlight festing standands ANSI/
¢ ’
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Next Generation { 217004
L-Shaped Headlamp

2 7 00 Lumens

This pectura is the intelactual proparty of Mitecore. Al rights 1o take legal acticn ara resenvad






