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Viewed on component side.

SPINDLE VARIATIONS * BUSH VARTATTONS t

Type X(mm) Y (mm) W(mm) Type

Plastic Fixed 6 M10 x  0 .75 7 CP

Plastic Fixed 6 M10 x 0.75 1 0 CP

Plastic Fixed 6 M10 x 0.75 I C or CEBS

Plastic Fixed 6 9.52 x 32 tpi 8 CBS

Plastic or Metal Fixed 4 M7 x 0.75 6 CG

Plastic Fixed 6.35 9.52 x 32 tpi 8 CBS oT CBSL

Plastic Fixed 6.35 9.52 x 32 tpi 12 CBS or CBSL

Flatted spindles are available.
*See P2O Potentiometer'SPINDLE DATA leaflets for more information.
t See P2O Potentiometer 'BUSH DAilA' leaflet for more information.

Mechanical and Electrical Specification - see separate leaflet.

TO ORDER see over.
This inbrmation is supplicd in good faih but thc curbmer is polhcly rcmindcd that it is tfieir responeibility b chcck thc suitabilfi of our products br thcir
parthular application. Plcasc nots that all dimcnsions arc for refcruncc purpccs only and, as it is thc Compan/s policy b continuoutly improvc our
products, ws rescrye thc dght b incorpomb changcs without noticc.
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Rated dissipation (maximuml) @ 40'C 0.4 W linear law
tSee Power Dissipating Curve. 0.2 W non linear law

MECHANICAL DATA

Rotation angle gN

Operating Torque

Permissable Torque at End Stop

Permissable Axial Spindle Load

ELECTRICAL DATA

Effective Electrical Rotation <pE
o Without switch
o With switch

Element Voltage (maximuml)
tSee Working Voltage Curve.

lnsulation Resistance

Insulation Voltage

Rated Resistance
o Optional- E6 Series
o Linear Law
o Non linear Law

Tolerance on Rated Resistance
o Optional 1K - 1M

Resistance Law
o Linear
o Non linear

300" t5"

O,4 -  1.5 Ncm

80 Ncm

100 N (5 Sec. maximum)

267'nominal.
232" nominal.

500v Dc

>4 Gohms

1000vAc

E3 Series

1 K -  1 M
4K7 - 470K

flOo/o
tlOo/o

A
B o r C

See Law Curves leaflets for more information.
Note. Other laws by consultation.

Operating temperature -25 C to +70" C (See Temperature Derating Curve)
Temperature Coefficientof Resistence +300 -500 ppm
Life >20,000 cycles

Linearity t4% (See lndependent Linearity leaflet)

Matching Tolerance (Tandem Stereo Potentiometers)
o LawA- 4dBatAttenuat ionrange0-20d8.
o L a w B & C 3 dB atAttenuation range 0 - 20 dB.
See Matching Tolerance leaflet for more information.

CLICK STOP POTENTIOMETERS
Centre indent. 11 & 21 positions available on certain models. Please enquire.
This information is supplied in gmd faith but the customer is politely reminded that it is their responsibility b check the suitability of our ptoducts fior their
particular application. Please note that all dimensions are for reference purposes only and, as it is the Company's policyb continuously improve our
products, ure reserue the right to incorporaE changes without notice.

Omeg Ltd.
lmberhorne Industrial Estate

East Grinstead
West Sussex RH19 1RJ

ENGLAND
Tel. +44 (0) 1342 410420 Fax. +44 (0) 1342 316253

E-rnail omeg. salesgromeg.co. uk
http//vwvw" om eg. co. u k
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ffi PzO POTENTIOMETERS
6 mm. SPINDLE DATA

6 mm Diameter Plastic Spindles
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REMOVABLE SPINDLES, similar in specification to 'fixed'spindles are supplied separate from the
potentiometer. These can be indefinitely taken in and out. Holding strength >1K9.

This information is supplied in good faith but ihe customer is politely reminded that it is lheir responsibility to check the suitability of our produc{s for lheir

particular application.'please note that all dimensions are for reference purposes only and, as it is the Compan/s policy to conlinuously imprwe our producls,

rr're reserve the right to incorporate changes withod notice.

Omeg Ltd.
lmberhorne lndustrial Estate

East Grinstead
West Sussex RH19 1RJ

ENGLAND
Tel. +44 (O| 1342 41O42O Fax. +44 (O) 1342 316253

E-mail omeg.salesgomeg.co.uk
http/lwww.omeg.co.uk
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PzO POTENTIOMETERS
BUSH DATA

DIECAST ZINC ALLOY

--r #\ ,lHf rx1o2L tF|Hr
? H Mloxo.7s

Chassis W *0'5
piercing

Type C (without locator)

X (mm) 6

W (mm) I

Type CBS (without logqtoQ

X (mm) 6 6.35 6.35

W (mm) I 8 12

DIECAST ZINC ALLOY

t z  f  "
TX

F-t- T
F - , f  I

t l
M l0  x  0 .75

h

DIECAST ZINC OttO"1,,
DIE.ASTZIN.ALL.Y 

*- -l x 
v'LY' rv' -!rtv 

, ra!- .'h- r , xr ffi!f=i s2+" Q1=E=+'e.7 (.382') I I
l .-.- l  lJ 

I- 
rDr H 

't ql-

9 (.3541 9.52 (3/8") x 32 TPI 9.7 (.382') H 9'52 (3/8") x 32 TPI

"i,"riJ w *0.5 chassis w to.s
piercing Piercing

1.""{
10.2

Chassis
piercing

W r0.5

Type CEBS (with locator)

X (mm) 6

W (mm) I

Type CBSL (with locator)

X (mm) 6.35 6.35

W (mm) 8 12

GIASS FILLED NYLON

. - -T  rT \  i '10.2 l -l-tl -
t ! -  1 '

l.--4

9 .1
Chassis
piercing

DIECAST ZINC ALLOY

I

l + r x
JFf T
t l

M10 x 0.75
w r0.5

u l  
, p  i J r  L x,rT+;1p7;-

chassis l.-J M7 x 0.75
piercing W t0.5

Type CG (without locator)

X (mm) 4

W (mm) 6

Type CP (GFN)

X (mm) 6 6 6  . 3 5

7  o r  1 0W (mm) 7 10

This information is supplied in good faisl but the customer is politely reminded that it is their responsibility b check the suitability of our products for their

particular application.'plcase nog fiat all dimensions are for reference purposers only and, as it is the Company's policy b continuously improvc our

products, we rclterve the right to incorporab changes without notice'

Omeg Ltd.
lmberhorne Industrial Estate

East Grinstead
West Sussex RH19 1RJ

ENGLAND
Tel. +44 (0) 1342 410420 Fax. +44 (0\ 1342 316253

E-mail omeg. sales@Pmeg.co- uk
httP//www.omeg.co.uk
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