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Application : Head  antenna amplifier with 4 inputs and 4 outputs
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Head amplifiers mistral
Antenna Systems

  Head antenna amplifiers with multiple outputs

Input 1 : FM Ch 2 -4,  VHF Ch 5 - 12     S11-S20,
Input 2 : UHF   Ch 21-69
Amplification : Amplifier VHF 10-28 dB, Amplifier UHF 12 - 32dB
Output level : 4 outputs of 112 dB/ìV
Input voltage : Linear power supply 210VAC -250VAC / 12.8VDC
Channel reject filter : -10 dB at 935 MHz
Indications : Led indication for high intermodulation VHF and UHF

Application : Head antenna amplifier with 4 outputs

4x112 code 0239
4×112

Input 1 : FM Ch 2 -4,
Input 2 : VHF Ch 5 - 12     S11-S20,
Input 3 ( wide ) : S21 - S40 UHF   Ch 21-69
Input 4 ( narow ) : UHF  Ch 21 - 69
Amplification : Amplifier VHF 10-28 dB, Amplifier UHF 12 - 32dB
Output level : 4 outputs of 120 dB/ìV
Input voltage : Linear power supply 210VAC -250VAC / 12.8VDC
Channel reject filter : -10 dB at 935 MHz
Indications : Led indication for high intermodulation VHF and UHF

4x115 code 0244
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