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KJD12 Electromagnetic Switch
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KJD12(011212050)

Description iR

KJD12
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On-off and electric motor control with built-in under voltage and overload
protection. Applicable for electrical machine tools such as electrical
carpentry tools, bench drills, grinder, lathe, saws.
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Standard
L3

VDE0630, DIN (EN61058)

TUV (EN60947)

TUV (EN61058)

UL, CUL (UL508, E195428)

Rated Voltage
TERE

250V~

240V~

120V~ 250V~

120V~ 220 - 240V~

Rated Current
BN E BB

10(8)A

10A (AC-3, AC-15)

16(16)A10(8)A 16(12)A 10 (8) A

16A 3/ 4HP 16A 1.5HP

Coil Voltage
KERE

120V~

220 - 240V~

Rated Frequency

50/ 60Hz

Number of Operating Cycles
BIEBTFRE

5E4

Ambient Temperature Limits
FIRRE

T85/55

Degree of Protection
Dok a2

IP54
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Ordering Options 3T £5 3% 151
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KJD12 Electromagnetic Switch
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Panel Function Coil Voltage/Frequency Marking on Button Accessories
EiR IheeE LB BE/RE FEHARIR Fft 14
P1 7 A01814 F1 V1 120V~/50Hz M1 A1 Waterproof Cover
nall
L g V2 120V~/60Hz .
3 i 4 M2
V3 230V~/50Hz
P2 A05099 Al HAZ
1 u o A3 Emergency Stop Button
ol 2 V4 230V~/60Hz M3 and Waterproof Cover
59 2EEMpKE
2 655 V5 240V~/50Hz PL1
74.5 .
M4 |—
P3 D508 V6 240V~/60Hz - a
wl | 2 PL12
g5 ]
i L]
63.5
72
P4 A01821 M6 a PL13
(. =
G-
a 0
L
79
P5 A06008
86
100.6
P7 A0845101
‘r*:;_-~.\ 0
i , o'
slelle m$ @
‘&._,:‘:<_J¢)
BT
105
P6 F2
[aall
1 O#I—E{HJ 3
RB-28A |
2 O—/}/ S—)
Lo
KJD12-10

Phone: +86 (577) 62388666 - Email: keduekedu.cn  [IRdaIRED 26



