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Description 3 it

These switches have the following functions that derived from ZRVAXREEBEMN X EERIFAEMNER EeREHUT
power-off and under voltage protection: JUFNIHAE :

1. Double pole cut off 1 WiRZMRFF

2. Brake function with one pole cut off 2 ~ —iRBTFFHRIZEINARE
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3. These two versions can be combined with overload protection
switch to achieve under voltage and overload protection.
The advantage of our patented technology is high current with

small size.
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KIJD16 KJD16-16 Electromagnetic Switch
L

:%‘;;dafd TUV (EN60947) TUV (EN61058) UL, CUL (UL508, E195428) | VDE, CE (DIN EN61058, VDE0630)
gf_’; KJD16 KJD16,KJD16-16 KJD16, KID16-16 KJD16
iggiﬁv’gtage 250V~ 120V~ 250V~ 120V~ | 220-240V~ 250V~
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o hage 220 - 240V~ or 100 - 120V~

ggg‘g Ty 50 / 60Hz

?;fggg Protection IP54 (EN60947) IP55 (ENG1058)

Number of Operating Cycles
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Ambient Temperature Limits
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Ordering Options 3T 55 5% It
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Appearance and Panel
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Function Coil Voltage/Frequency Marking on Button Accessories
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F1 Without Remote Trip 2NO

V1 110V 50Hz M1 A1 Waterproof Cover
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V4 230V 50Hz
F2 With Remote Trip 2NO
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