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PRODUCT SPECIFICATION
EN#：4711552156140

MT7071 LCD Cable Length Toner & Probe Kit

Safety and environmental protection：

RoHS & Pb free：RoHS

Transmitter/Toner/Master：

Tone frequency (Hz)：580~1160

Tone mode：Twonote tone

Compatible connectors：RJ45 (8 pin), RJ11 (6 pin), BNC

Cable type：Twisted pair cables (UTP、STP、Cat. 5e、Cat. 6、Cat. 7), Cat. 3 telephone cables, Coaxial cables (RG6、RG58、RG59、

RG62 and others for CATV/CCTV)

Function selection：1 Power switch & 4pcs function button

Cable test effect and faults indication：Good (Connected、Straight), Open (No connection), Short, Reversed, Miswire, Cross pin

Continuity test (Ω)：≦500

Shielded indication：Yes

Size (mm) length：152

Size (mm) width：80

Size (mm) height：35

Low battery (V)：7

Power source (V)：DC 9.0V(NEDA 1604/ 6F22 DC9V ×1pcs, Not included)

Material character of housing：Single color nonslip

Material of housing：ABS

Color of housing：Gray

Net weight (g) w/o batteries & accessories：165

Receiver/Probe/Remote：

Signal status adjuster：Yes

Signal status indication：1 LED indicator

Compatible connectors：RJ45 (8 pin), RJ11 (6 pin), BNC

Cable type：Twisted pair cables (UTP、STP、Cat. 5e、Cat. 6、Cat. 7)

Function selection：Push botton & 3 Position switch & Rotary switch

Cable map indication：Non

Buzzer indication：Yes

earphones jack：Yes

Size (mm) length：198

Size (mm) width：44.5

Size (mm) height：30

Net weight (g) w/o batteries & accessories：76

Material character of housing：Single color nonslip

Material of housing：ABS

Color of housing：Gray

Power source (V)：DC 9.0V(NEDA 1604/ 6F22 DC9V ×1pcs, Not included)

Standard accessories：

Batteries：NEDA 1604/ 6F22 DC9V ×2pcs

Manual：Chinese and English

Cord sets/Length (cm) ：2pcs of 205mm RJ45 Connector, 2pcs of 205mm RJ11 Connector, 450mm RJ11(2)TO Alligater clip

Carrying case：Soft nyion carrying case ×1 pcs

Material of carrying case：Polyester

Color of carrying case：Black

Product Weight (w/o package)：
Weight(g) Measurement

0.4 L(mm) W(mm) H(mm)

Individual Packing

Packing：Color Box

Master Packing：

Pieces
N.W. 
(Kg)

G.W. 
(Kg)

Measurement
CUFT

L(cm) W(cm) H(cm)

Individual Packing 1  0.82 0 0 0 

Inner Box 1 0 0 0 0 0 0

CTN 16 14 15 48 40 43 2.92
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