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Watt Colour Temp Measurement (mm) Packing
() (K) D1 D2 L
Compact Reflector GU10
558110071 230 7 2700 70 7 50 62 100
558110072 230 7 4000 70 7 50 62 100
558110073 230 7 6400 70 7 50 62 100
558110091 230 9 2700 100 7 50 69 100
] 558110092 230 9 4000 100 7 50 69 100
o 558110093 230 9 6400 100 7 50 69 100
E=l 558110111 230 1 2700 130 7 50 74 100
? T 558110112 230 1 4000 130 7 50 74 100
il 558110113 230 1 6400 130 7 50 74 100
Focus R50 E14
523114071 230 7 2700 70 7 50 89 100
[ 523114072 230 7 4000 70 7 50 89 100
) 523114073 230 7 6400 70 7 50 89 100
523114091 230 9 2700 100 7 50 89 100
523114092 230 g 4000 100 7 50 89 100
523114093 230 9 6400 100 7 50 89 100
Focus R63 E27
524127111 230 11 2700 130 ) 63 103
q 524127112 230 11 4000 130 9 63 103
524127113 230 11 6400 130 9 63 103
524127131 230 13 2700 150 9 63 103 100
524127132 230 13 4000 150 9 63 103 100
524127133 230 13 6400 150 9 63 103 100
Luxram Focus R50 reflector lamps
are equipped with 7mm spiral tubes
instead of traditional U shape tubes.
The spiral fubes have advantage of Extra
approximately 10% extra luminous luminous output
output than U shape tubes. Along . A
with the special coating reflector, SR ube StandaEii
the luminous intensity is significantly
improved.
Focus R50 Standard R50
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