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SPECIFICATION FOR APPROVAL 
AD/DC  / AD/DC charger 

     

   CUSTOMER: 

    

   DESCRIPTION:Input:100-240Vac 50-60Hz Output :42Vdc 2.0A  

    

   OUR MODEL NO:    XHK-800B-4220 

                       2017.09.18 

   SAMPLE NO:                 DATE: 

    

   SAMPLE COLOR:  Black         White      
 

   ROHS    

 

SHENZHEN XIN HENG TYCO ELECTRONICS CO LTD 

4F, B Building, Tiger Loose Industrial Zone, New Flow Waves Road, 

Longhua New District, Shenzhen, China 

TEL:（0755）   61581601 FAX: (0755)  61581602 

APPROVAL SIGNATURE 

APPROVED BY CHECKED BY TESTED BY 

   

MANUFACTURER 

SALES APPROVED BY DESIGNED BY 
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DATE:  2017-09-18 

SAMPLE NO: 

1 Describe ： 

   XHK-800B-4220  

   This purpose of the document is to specify the functional requirements of a switching power suppl

XHK-800B-4220 

2 Input Characteristic: 

  2.1 Input Voltage: 

      Rated Voltage:100 ～240Vac 

      Variation Range:90 ～264Vac 

  2.2 Input Frequency: 

      Rated Frequency:50/60Hz. 

      Variation Frequency:47/63Hz. 

  2.3 Input Current: 

    

    2.5Amps max At any input voltage and, DC output rated load. 

  2.4 Inrush Current: 

      

25 240Vac

 

No damage shall be occurred and the input fuse shall not be blown up, Cold start at 240Vac input, 

with rated load and 25℃ ambient. 

   2.5 AC AC Leakage Current: 

  240Vac 0.25mA. 

   0.25mA Max At240Vac input. 

 

 

y 

2.5A. 
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3 Output characteristic: 

   3.1 Power output 

 

Voltage 

 

Min. Load 

 

Rated. Load 

 

No load power 

 

Output power 

42VDC 0A 2.0A±5% 0.5W(MAX) 84W(max) 

  3.2 Combined Load/Line Regulation 

 

Voltage 

 

Min. Load 

 

Rated. Load 

 

Line Regulation 

 

Load Regulation 

27-42VDC 0.01A 2.0A±5% ±5% ±5% 

  3.3Ripple and Noise: 

115V/230Vac25℃ ,20MHz    

47uF 0.1uF
 

      At 115/230Vac 25℃ input and output Min and Max. Load, the ripple and noise are as follows when 

measure with Max. Bandwidth of 20MHz and Parallel 47uF/0.1uF, connected at testing point. 

                          

Load voltage range                Ripple and Noise(MAX) 

          27V/42.5V                       450mV P-P 

3.4 Turn on delay time:  

    

115Vac 3S. 

      3Seecond Max .at 115Vac input and output Max. Load. 

3.5  voltage output 

     
Rated output voltage of the charger dc 42 v, no load voltage 41.7-42.3V。
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    3.6 Rise time: 

       

115Vac 40mS.  

        40mS Max. at 115Vac input and output Max load . 

3.7 Hold up time: 

   

115Vac 5mS. 

   5mS Min. at 115Vac input and output Max load . 

3.8 Efficiency: 

   115/230Vac 1/4,1/2,3/4,   87 %

   87% Min,At115/230Vac input voltage,1/4,1/2,3/4and full load calculation  average efficiency. 

3.9 Over shoot: 

    

15% 

15% Max. when power supply at turn or turn off. 

4 Protection function 

   4.1 Short circuit protection 

      

      The power supply will be auto recovered when Short circuit faults remove.   

4.2 Over current protection:  

The power supply will be auto recovered when over current faults remove. 

5, Environmental requirements ： 

   5.1 Operating Temperature: 

-10℃-+30℃  

-10℃-+30℃，Full load, Normal operation. 
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5.2 Storage Temperature:-20 ℃ to +70℃ 

   With package 

5.3 Relative Humidity: 

    5%(0℃)～90%(30℃),48  

5%(0℃)～90%(30℃)RH,48Hrs,Full load, Normal operating. 

5.4 Vibration: 

    1.  

       Operating: IEC 721-3-3 3M3 

       5～9Hz, A=1.5mm 

             （9～200Hz,Acceleration 5m/S2) 

        2. Transportation 

       IEC 721-3-2 2M2 

       5～9Hz, A=3.5mm 

       9～200Hz, Acceleration 5m/S2 

200～500Hz, Acceleration 15m/S2 

    3. Axes,10 cycles per axis 

           

          No permanent damage can occur during testing 

           

          The sample has to restore to its original situation after power off/on 
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   5.5 Dropping Packed: 

       1000mm； 

       Drop height is 1000mm； 

       13mm 19-20mm 

      The horizontal surface Consists of hardwood at least 13mm thick, mounted on two layers of 

plywood each 19mmto 20mm thick, all supported on a concrete or equivalent non-resilient floor  

6, EMC Safety and EMC requirements ： 

   6.1 CE, GS 

       Safety: accord  standard with CE, GS 

   6.2 Dielectric strength Hi-Pot: 

       Primary secondary:3000Vdc/5mA/3S for type test. 

   6.3 Insulation resistance: 

       Primary secondary:20M Ω min at 500V DC. 

 

6.4 EMI EMI Standard 

       Meets the Limits of  

<1>.EN55014 ,EN61000 class B rules 
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7, Mechanical requirement; 

   7.1 Enclosure: 

       L  141 x W  60 x H  31 mm 

       The power supply size:  L 141x W 60 x H 31  mm 
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7.2 Input Connector: 

       2Pin Two pin input plug of EU. 
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8,  PCB Layer: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 



   11   12 

 

 

OUR MODEL: XHK-800B-4220 

CUSTOMER: 

DATE:  2017-09-18 

SAMPLE NO: 

9, Label: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

      NOTE: 

1. Color: Black  Computer typing 

                  2. Material:  

                  3. Thickness: 0.0mm 
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10 Packing ： 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

      Package material 

      Outside box:L 45  *W 42   *H 20  mm/A=B 

      Slab:L   *W    *H   mm T/B33 

      Plastic bags:L 20  *W  12  mm  

      Quantity:80PCS/CTN 

 

 

 

 

 

 

 
 


