
POWER SYSTEM

UNIVERSAL OFFICE POWER ADAPTER 
70W/90W

Use

Notebook, Netbook, Tablet, LCD monitor, 
Modem router, Scanner, Decoder

Main characteristics

• Universal power supply AC/DC with 
 selectable output voltage from 
 11 to 24Vdc
• AC input: 230Vac 50/60Hz
• 9 connettors provided, compatible
 with different devices
• Power: 70W/90W Max
• Effi ciency: >92% 
• Overload protection
• Short circuit protection
• Inner temperature control
• Output cable lenght: 180cm

UNIVERSAL 
POWER ADAPTER

The Universal Offi ce Power Adapter 
are designed in accordance 
with  the highest environment 
protection standards. The high 
effi ciency and low harmonic 
inputs guarantee the uppermost 
respect for the environment.
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Specifi cation

© 2013 Tecnoware Power Systems. The technical data may change without prior notice.

Model Universal Offi ce Power Adapter

Code  FAU16403 FAU16404 FAU16405 FAU16465 FAU16466 FAU16467
Colour Nero Rosso Bianco Nero Rosso Bianco
Dimensions WxHxD 7x7x3 cm
Dimensions with blister WxHxD 19x20x5 cm
Weight 260 g 240 g 
Nominal input voltage 230 Vac
Input voltage range 110-240 Vac
Nominal input frequency 50/60 Hz 
Input current 0,8 A Max 0,6 A Max
Effi ciency > 92% (typical)
Connector output voltage A=11-12Vdc   B=14-15Vdc   C=16-17Vdc   D=18-19Vdc   E=19-20Vdc   F=20-21Vdc   G=21-22Vdc   H=23-24Vdc  

Connector output current
 A=7,5A Max   B=6A Max  C=5,3A Max  D=4,7A Max A=5,8A Max   B=4,7A Max  C=4,1A Max  D=3,7A Max  

 E=4,5A Max   F=4,2A Max   G=4A Max   H=3,7A Max E=3,5A Max   F=3,3A Max   G=3,2A Max   H=2,9A Max
Output power 90 W Max 70 W Max
Equipped with 9 output connectors
Enviromental specifi cation 
Storage temperature From -15 to 40 °C
Working temperature  From 0 to 40 °C
Humidity  20-80% (without condensation)    
IP protection IP20
Maximum altitude 3.000 m
Certifi cations CE (Safety Directive 2006/95/CE; EMC 2004/108/CE)
Warranty    
Standard 24 months

Use

A= 11Vdc - 12Vdc
B= 14Vdc - 15Vdc
C= 16Vdc - 17Vdc
D= 18Vdc - 19Vdc

E= 19Vdc - 20Vdc
F= 20Vdc - 21Vdc
G= 21Vdc - 22Vdc
H= 23Vdc - 24Vdc
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Notebook/netbook Tablet Monitor LCD

Modem router Scanner Decoder
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