NITECORE"®

Input Voltage:  AC 100~240V 50/60Hz 0.25A(max) 8W DC 3-12V
Output voltage: 433V 1%/ 42V £ 1% / 3TV 1% / 148V £ 1%
Output current: S00mA % 2/ 1000mA x|

Dimensions:  13Zmm X 7T0mm X 35mm

Weight: |26g (without batteries and power cord)

COMPATIBLE WITH:

Li-ion/IMR/LiFePD4:

10340, 10350, 10440, 10500, 12340, 12500, 12650, 13450, 13500,
13650, 14350, 14430. 14500, 14650. 16500.16340(RCRIZ3).
16630, 17350, 17500, 17650, 17670, 18350, 18430, 18500.18650.
18700. 20700, 21700, 22500, 22650.25500, 26500, 26650
Ni-MH(NiCd):
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NITECORE"®

ReEVOLUT
SIX NEW

UNARY UPGRADE

FEATURES

« |00% Charging Acceleration

= Active Current Distribution Technology
» Expanded Compatibility to Support 3.7V and 4.35V Batteries

~ - IMR Battery Restoration
* Automatic Current Selection Based on Battery Capacity
. i tomatic Detection of Non-Rechargeable Lithium Batteries
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NITECORE"®

\00% Charging Acceleration

> .‘ The NEW iZ can charge at up to [000mA current in one slot.

. S\\V 100% more than that on an iZ charger. halving your waiting

0, 2 W\ \ time for good!
. 3 = Max output on the iZ:

al0mA

Max output on the NEW iZ:

"~ |D00mA
V.
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NITECORE® NEW i2

Active Current Distribution Technology

The ACD technology allows for a dynamic distribution of the NEW i2's charging power. For example, when

two batteries are being charged in the NEW iZ and one of them is completely charged, all charging power

1000mA

will automatically go to the other slot. and charge the battery at fastest speed.
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