NITECORE®

Y UMS2 ¢

asbed Intelligent USB DualSlot Superb Charger

- QC Input Available
- Total Max Output of 4,000 mA
with Single Slot Max Output of 3,000 mA
- LCD Display for ReaHime Charging Informartion
« USB Charging Port for Oufdocr Charging
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NITECORE®

UMS2 ¥

Inteligent USE Dual-Siot
Superb Charger

/ QC Input Enabling
a Total Max Output of

4,000 ma

Thesa images ana for guite pUPoSa only, Bl result may vany depending on amblent factors
Thiay ara tha intelactual property of Meacons. Al ights 10 take el acion Ane resened



NITECORE®

UMS2 ¥ ,

Intelligent USE Dual-Slot
Superb Charger

—

Single Slot Max Output of

E 000

(& 55 Minutes [k

55 Minutes to Charge 80%
of a 3,500mAh battery
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Tha slaled data I5 tested according to relévant
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Mon O Input: The defaul charging current for Li-
N battenas 5 0.5AMA according 1o the battery
byl @and capacy. The max Changing Cument Can
ba sat (o 2A. The voltage of tha batiary
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NITECORE®

LUMS2 ¥

Inteligent USE Dual-Siot
Superb Charger

Charging Program
Specially Optimized for
IMR Batteries

UMS?2 incorporates an optimized IMR batfery
charging program, which is able to monitor the
entire charging process, ensuring that the cut-off
voltage is always within safe limits to extend the

lifespan of the batteries.
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