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Standard Cable Ties

Technical cable ties, in polyamide 6.6, for
professional application

Features and benefits Applications

» Guaranteed quality and performances by numerous » Control panels « Electrical building
approvals according to different international product . Switchboards Installation
standard « Industrial plants,

- Black cable ties, made of polyamide with special automotive cable
additives, have superior UV resistance than the natural harness
colour ties

Technical documents Approvals and certifications

Material polyamide 6.6 Compliant with CEI EN 62275 standard

Halogen absent

Humidity absorbition SR }&“wvm"’oo%

(50% relative humidity) 2,7% c € R i /I p

1828 DNV-GL

Working temperature -40°C + +85°C \K

Installation temperature -10°C + B0°C

Flammability rating UL94 class V2
Resistance external agents:

Excellent chemical resistance to aromatic solvents, oils, greases, oil-based
products. Good chemical resistance to bases. Limited resistance to acids.
Does not resist to phenol and chlorinated solvents.
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NATURAL
Description Width Length @ bundle max Tensile Strength  Tensile Strength Pack Code
(mm) (mm) (mm) (kg) (N (pcs.)
Standard cable tie 2,5x98 2,5 98 21 8,16 80 100 5203/CE
Standard cable tie 2,5x98 2,5 98 21 8,16 80 1.000 5203E
Standard cable tie 2,5x98 2,5 98 21 8,16 80 20.000 5203/B2
Standard cable tie 2,5x135 2,5 135 32 8,16 80 100 5205/CE
Standard cable tie 2,5x135 2,5 135 32 8,16 80 1.000 5205E
Standard cable tie 2,6x160 2,6 160 40 8,16 80 100 5206/CE
Standard cable tie 2,6x200 2,6 200 52 8,16 80 100 5207 /CE
Standard cable tie 2,6x200 2,6 200 52 8,16 80 1.000 5207E
Standard cable tie 3,5x140 3,5 140 32 18,36 180 100 5209/CE
Standard cable tie 3,5x140 3.5 140 32 18,36 180 1.000 5209E
Standard cable tie 3,5x200 3,5 200 50 18,36 180 100 5214/CE
Standard cable tie 3,5x200 3,5 200 50 18,36 180 1.000 5214E
Standard cable tie 3,5x290 3.5 290 80 18,36 180 100 5210/CE
Standard cable tie 3,5x290 3,5 290 80 18,36 180 500 5210E
Standard cable tie 3,5x370 3,5 370 103 18,36 180 100 5208E
Standard cable tie 4,5x160 4,5 160 40 22,44 220 100 5211/CE
Standard cable tie 4,5x160 4,5 160 40 22,44 220 1.000 5211E
Standard cable tie 4,8x178 4,8 178 45 22,44 220 100 5213/CE
Standard cable tie 4,8x178 4,8 178 45 22,44 220 1.000 5213E
Standard cable tie 4,5x200 4,5 200 50 22,44 220 100 5215/CE
Standard cable tie 4,8x200 4.8 200 50 22,44 220 1.000 5215E
Standard cable tie 4,8x250 4,8 250 68 22,44 220 100 5216/CE
Standard cable tie 4,5x290 4,5 290 78 22,44 220 100 5217E
Standard cable tie 4,5x360 4,5 360 100 22,44 220 100 5219E
Standard cable tie 4,5x390 4,5 390 108 22,44 220 100 5218E
Standard cable tie 4,5x430 4,5 430 115 22,44 220 100 5220E
Standard cable tie 7,8x180 7.8 180 45 55,08 540 100 5223E
Standard cable tie 7,8x240 7.8 240 63 55,08 540 100 5225E
Standard cable tie 7,8x300 7.8 300 80 55,08 540 100 5226E
Standard cable tie 7,5x365 7.5 365 100 55,08 540 100 5227E
Standard cable tie 7,5x450 7.5 450 130 55,08 540 100 5229E
Standard cable tie 7,5x540 7.5 540 158 55,08 540 100 5231E
Standard cable tie 7,5x750 7.5 750 220 55,08 540 100 5233E
Standard cable tie 9,0x780 9 780 233 71.4 700 100 5234E
Standard cable tie 12,5x225 12,5 225 57 110 1.080 50 5235E
Standard cable tie 12,5x500 12,5 500 143 110 1.080 50 5237E
Standard cable tie 12,5x720 12,5 720 213 110 1.080 50 5239E
Standard cable tie 12,5x850 12,5 850 255 110 1.080 50 5241E
Standard cable tie 12,5x1.000 12,5 1.000 302 110 1.080 50 5243E
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