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Hand tools for terminals
from page 190

Applications

Approvals and certifications

• Connection of cables on 
terminal blocks (ring, 
fork and pin type)

• Connection and 
insulation of electric 
cables (caps and 
terminals)

• Leads, junctions and 
cable insulation (quick 
connectors)

• Connection of cables 
(joints and couplings)

Compliant with DIN 46237 (eyelets, forks,tips) UL 
Certification - E344191 / E344188

Technical data
Conductor material electrolytic tinned copper 
 (purity grade 99.9%) obtained from  
 annealed and electrolytically tinned  
 copper sheets

Insulation material Nylon (Easy Entry system) for rings,  
 forks, pins and connectors 

 PVC for joints and grafts.  
 Self-extinguishing UL94 class V2  

Working temperature Nylon up to 105°C 
 PVC up to 75°C 

Insulated Terminal Lugs
Insulated terminal lugs in electrolytic 
tinned copper, available with Nylon and  
PVC insulation

Features and benefits

• Electrolytic copper (at 99.9%) annealed and 
electrolytically tinned to facilitate cable crimping

• The Nylon insulated terminals are equipped with “Easy 
Entry” barrel to make the insertion of the conductors 
quicker and easier

• The PVC Insulated  terminals are equipped with special 
barrel with anti-vibration end-sleeve to avoid tearing 
and unthreading  of the cable even in conditions of high 
mechanical stress

only with insulating Nylon

Insulated terminal lugs
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NYLON RING TERMINAL

NYLON FORK TERMINAL

NYLON PIN TERMINAL

Description Cable section 
(mm²)

Cable section
(AWG)

Length
(mm)

Width
(mm)

ø Ring 
terminal 

(mm)

Color Pack 
(pcs.)

Code

A B C

Nylon ring terminal 0,25÷1,5 0,25 ÷ 1,5 22 ÷ 16 19,7 6 3,2 100 11201134

Nylon ring terminal 0,25÷1,5 0,25 ÷ 1,5 22 ÷ 16 19,7 6 3,7 100 11201135

Nylon ring terminal 0,25÷1,5 0,25 ÷ 1,5 22 ÷ 16 21,7 8 4,3 100 11201143

Nylon ring terminal 0,25÷1,5 0,25 ÷ 1,5 22 ÷ 16 23,7 10 5,3 100 11201150

Nylon ring terminal 0,25÷1,5 0,25 ÷ 1,5 22 ÷ 16 24,3 11 6,0 100 11201161

Nylon ring terminal 0,25÷1,5 0,25 ÷ 1,5 22 ÷ 16 29,7 14 8,4 100 11201180

Nylon ring terminal 0,25÷1,5 0,25 ÷ 1,5 22 ÷ 16 33,7 18 10,5 100 11201191

Nylon ring terminal 1,5÷2,5 1,5 ÷ 2,5 16 ÷ 14 19,7 6 3,2 100 11201232

Nylon ring terminal 1,5÷2,5 1,5 ÷ 2,5 16 ÷ 14 19,7 6 3,7 100 11201236

Nylon ring terminal 1,5÷2,5 1,5 ÷ 2,5 16 ÷ 14 21,7 8 4,3 100 11201239

Nylon ring terminal 1,5÷2,5 1,5 ÷ 2,5 16 ÷ 14 24,7 10 5,3 100 11201250

Nylon ring terminal 1,5÷2,5 1,5 ÷ 2,5 16 ÷ 14 27,2 11 6,0 100 11201261

Nylon ring terminal 1,5÷2,5 1,5 ÷ 2,5 16 ÷ 14 29,7 14 8,4 100 11201280

Nylon ring terminal 1,5÷2,5 1,5 ÷ 2,5 16 ÷ 14 33,2 18 10,5 100 11201291

Nylon ring terminal 1,5÷2,5 1,5 ÷ 2,5 16 ÷ 14 34,7 18 13,0 100 11201295

Nylon ring terminal 4÷6 4 ÷ 6 12 ÷ 10 25 8 4,3 100 11201440

Nylon ring terminal 4÷6 4 ÷ 6 12 ÷ 10 26,7 10 5,3 100 11201450

Nylon ring terminal 4÷6 4 ÷ 6 12 ÷ 10 27,7 11 6,0 100 11201460

Nylon ring terminal 4÷6 4 ÷ 6 12 ÷ 10 32,7 14 8,4 100 11201480

Nylon ring terminal 4÷6 4 ÷ 6 12 ÷ 10 36,7 18 10,5 100 11201491

Nylon ring terminal 4÷6 4 ÷ 6 12 ÷ 10 36,7 18 13,0 100 11201495

Description Cable section 
(mm²)

Cable section
(AWG)

Length
(mm)

Width
(mm)

ø fork
(mm)

Color Pack 
(pcs.)

Code

A B C

Nylon fork terminal 0,25÷1,5 0,25 ÷1,5 22 ÷16 19,3 6 3,2 100 11202132

Nylon fork terminal 0,25÷1,5 0,25 ÷1,5 22 ÷16 19,3 6 3,7 100 11202135

Nylon fork terminal 0,25÷1,5 0,25 ÷1,5 22 ÷16 21,3 8 4,3 100 11202140

Nylon fork terminal 0,25÷1,5 0,25 ÷1,5 22 ÷16 23,3 10 5,3 100 11202150

Nylon fork terminal 0,25÷1,5 0,25 ÷1,5 22 ÷16 25,9 11 6,5 100 11202160

Nylon fork terminal 1,5÷2,5 1,5 ÷2,5 16 ÷14 19,6 6 3,2 100 11202232

Nylon fork terminal 1,5÷2,5 1,5 ÷2,5 16 ÷14 19,6 6 3,7 100 11202240

Nylon fork terminal 1,5÷2,5 1,5 ÷2,5 16 ÷14 21,6 8 4,3 100 11202242

Nylon fork terminal 1,5÷2,5 1,5 ÷2,5 16 ÷14 24,6 10 5,3 100 11202250

Nylon fork terminal 1,5÷2,5 1,5 ÷2,5 16 ÷14 27,1 11 6,5 100 11202261

Nylon fork terminal 4÷6 4 ÷6 12 ÷10 23,9 8 4,3 100 11202440

Nylon fork terminal 4÷6 4 ÷6 12 ÷10 26,1 10 5,3 100 11202450

Nylon fork terminal 4÷6 4 ÷6 12 ÷10 27,9 11 4,0 100 11202460

Nylon fork terminal 4÷6 4 ÷6 12 ÷10 32,3 14 8,4 100 11202480

Nylon fork terminal 4÷6 4 ÷6 12 ÷10 35,4 18 10,5 100 11202490

Description Cable section 
(mm²)

Cable section
(AWG)

Length
(mm)

Pin length 
(mm)

ø pin 
(mm)

Color Pack 
(pcs.)

Code

A B C

Nylon pin terminal 0,25÷1,5 0,25 ÷ 1,5 22 ÷ 16 21,5 10 1,9 100 11210112

Nylon pin terminal 0,25÷1,5 0,25 ÷ 1,5 22 ÷ 16 23,5 12 1,9 100 11210115

Nylon pin terminal 1,5÷2,5 1,5 ÷ 2,5 16 ÷ 14 20,5 10 1,9 100 11210212

Nylon pin terminal 1,5÷2,5 1,5 ÷ 2,5 16 ÷ 14 23,5 12 1,9 100 11210215

Nylon pin terminal 4÷6 4 ÷ 6 12 ÷ 10 23,5 14 2,9 100 11210412
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